
NOTES

1.  AIR-VAC UNIT AND BOX TO BE INSTALLED IN NON-TRAFFIC AREA.

2.  AIR AND VACUUM RELEASE VALVE SHALL BE APCO - "HEAVY DUTY" OR
    APPROVED EQUAL.

3.  USE MUELLER DOUBLE STRAP SERVICE CLAMP OR APPROVED EQUAL ON MAINS
    LESS THAN 8" DIAMETER.

2" BEEHIVE STRAINER

2" - 180 DEG OPEN PATTERN, RETURN BEND

2" GALVINIZED IRON PIPE FIELD LOCATE

1" TEE W/PLUG FOR DRAINAGE

CONCRETE METER BOX, FOG-TITE 2
WITH FULL TRAFFIC ALUMINUM LID.
TWO SECTIONS REQUIRED.

1" BRONZE GATE VALVE, RED-WHITE
VALVE CORP. # 280 OR EQUAL.

1" FLARED COPPER CONNECTION
X MIP ADAPTOR.

1" COPPER LINE AWWA TYPE K
7S-CR POSITIVE SLOPE TO AIR VAC

FORD-F600 OR EQUAL.
W/ STRAIGHT COUPLING NUT,
SERVICE THREAD X COPPER FLARE
1" CORPORATION STOP, COPPER

AIR GAP: MIN
2-1/2 X PIPE DIA.

 MAX 18"

1" 90 DEG ELBOW

2" X 2" X 1" TEE
1" CLOSE NIPPLE

2" GALV. IRON PIPE
18" LONG

2" CAP WITH 1/8"
HOLE FOR DRAIN

7/8" WASHED GRAVEL

1" AIR & VACUUM VALVE ASSEMBLY
APCO # 143-C OR EQUAL.

1" UNION
DIALECTRIC

1" BRASS NIPPLE

1" BRASS 90 DEG BEND

1" GALV. IRON PIPE TO FIT

4.  2" GALVINIZED PIPE ABOVE GRADE TO BE ACID ETCHED, CLEANED AND

5.  AIR AND VACUUM RELEASE VALVE ASSEMBLY MUST BE INSTALLED AT THE

    PAINTED WITH TWO COATS RUSTOLEUM HIGH GLOSS WHITE PAINT.

    HIGHEST POINT IN THE LINE. IF THE HIGH POINT FALLS IN A LOCATION
    WHERE THE ASSEMBLY CANNOT BE INSTALLED, PROVIDE ADDITIONAL DEPTH OF
    LINE TO CREATE A HIGH POINT WHERE THE ASSEMBLY CAN BE INSTALLED.

12"MIN


